
The MX Master 3S for Business is our premier offering 
with significant upgrades for both ITDMs and users. For 
busy IT departments, it offers more security and better 
compatibility. Logi Bolt addresses rising security needs 
with fully encrypted Secured Connections Only mode 
that’s FIPS compliant and robust even in congested 
wireless environments. And it’s certified in 100+ countries 
with support for IT pros. For users, its 8000 DPI “Darkfield” 
tracking makes work on high-resolution monitors faster 
and more accurate—even on glass1. MagSpeed Scrolling 
zips down 1000 lines of code or spreadsheet cells in just 
a second. Or with line-by-line precision. Its ergonomic 
design lessens forearm fatigue with a sculpted shape that 
cradles the hand for all-day comfort. It’s also 90% quieter 
with Quiet Click technology for less distraction and  
better focus for everyone2.

Performance Wireless Mouse
MX MASTER 3S for Business

Our best mouse, upgraded for enhanced 
productivity and comfort. 

• Enhanced wireless security with Logi Bolt  
USB receiver3

• Remotely deploy and manage in mass device 
firmware updates (DFU) and Logitech’s user 
workflow and productivity software Logi Options+. 
Define software settings centrally. Push to Windows 
and macOS systems4

• Quiet Click feature makes this a near-silent mouse
• Speed and precision upgrade with 8000 DPI tracking  

for high-resolution monitors
• MagSpeel Wheel scrolling, up to 1000 lines  

per second or precision line-by-line mode
• 7 customizable buttons plus predefined  

profiles for popular business apps via  
Logi Options+ software



Certification Global (list available upon request)

Wireless Connectivity Logi Bolt, Bluetooth

Wireless Range 10 meters

Warranty 2-year hardware limited warranty

Service Life 10 million clicks

Reliability MTTF > 150K Hours
Mean Time To Failure of electrical components

Battery USB-C rechargeable Li-Po (500 mAh) 
battery; 70 days on full charge5

Battery Indicator Yes

Tracking Darkfield sensor

Tracking DPI 8000 DPI

Scrolling MagSpeed

Handedness Right

Easy-Switch Yes / 3 Channels

Product Weight 141 g

Product Dimensions 124.9 mm H x 84.3 mm W x 51 mm D

Total Weight with Packaging 320 g

Packaging Dimensions 17.35 cm H x 5.8 cm W x 13.85 cm L

Sustainability
Paper Packaging: FSC®-certified
Made with 27% post-consumer recycled 
material

Master Shipper Units 4 PK

Storage Temperature -5 to 45°C

Operating Temperature 0 to 40°C

Software
Logi Options+ including Logitech Flow 
functionality for Windows and macOS 
(optional)

Operating Instructions 
Location QSG sticker on mouse bottom side

IT Admin Mass Deploy Device firmware updates (DFUs);  
Logi Options+ app

Part Number Bar Code Region Color

910-006581 097855176394 NAMR Graphite

910-006582 5099206107885 EMEA Graphite

910-006583 097855182609 AP + LATAM Graphite

910-006584 097855182616 Taiwan, South Korea Graphite

910-006585 6920377916916 China Graphite

910-006586 4943765059165 Japan Graphite

COMPATIBILITY
Logi Bolt USB Receiver
Required: Available USB Port

• Windows® 10, 11 or later
• macOS 11 or later
• Linux®6

• Chrome OS6

Bluetooth® Low Energy  
Wireless Technology
Required: Bluetooth Low Energy

• Windows 10, 11 or later
• macOS 11 or later
• Linux6

• Chrome OS6

• iPadOS® 14 or later6

• iOS® 14 or later6

• Android™ 9.0 or later6

SPECIFICATIONS

MX MASTER 3S FOR BUSINESS DATASHEET

1 4mm minimum glass thickness
2 Compared to MX Master 3
3 Logi Bolt wireless products will not pair with other  

Logitech USB receivers 
4 Requires Logi Options+ software
5 Battery life may vary based on user and computing 

conditions
6 Device basic functions will be supported without 

software for systems other than Windows and macOS

Contact your reseller or visit logitech.com/business
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